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detail quantity available: enquire 
for more rental price / day  

Mobile kitchen / bar unit 806mm W x 300mm D x 430mm H 1 R3,500.00

Accessories for the above butchers block, 2 x wood crates 1 R400.00

Round pit: small 604mm W x 300mm H 1 R1,200.00

Round pit: medium 784mm W x 300mm H 3 R1,500.00

Square pit: medium 806mm square x 300mm H 1 R1,500.00

Caddy wood storage: medium 806mm W x 300mm D x 430mm H 1 R1,500.00

Materials Mobile outdoor kitchen / bar: Powder coated steel. Stainless steel sink and tap.

Fire pits and wood caddy: 3mm carbon steel with black fire resistant coating.

 18mm Garapa hardwood. Biscuit jointed, glued and stainless steel screws. Powder coated steel handles.

 
Country of origin Proudly designed and made in Cape Town, South Africa

Terms of rental Deposit of R3000 required, refundable on return of items in good condition

If there are any defects to our products, they will be noted and recorded upon delivery 

 Prices do not include delivery and pick-up

Units to be used for intended purposes only

  

Care Take care not to scratch the coating. 

Localised rusting may occur where the coating is scratched off, this will not affect the structure and can be oiled. 

On site touch ups are possible.

Wood lids can be oiled with deck oil to retain the colour or left to weather to a natural grey
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Usage & safety Do not overload the fire pit, keep wood to the centre. 

Only use seasoned wood. Avoid softwoods such as pine as they will crackle and spark.

Only add 2 logs at a time, to keep the fire manageable.

Do not light a fire in windy conditions, check the weather forecast first.

Never use petrol, lighting fluid or other accelerants.

Do not leave the fire unattended. 

Do not allow children to get close to the fire or pit, the metal will be very hot.

 Keep a bucket of sand, water or garden hose near to manage sparks and embers which may land on the floor.

 If a spark or ember lands on a ground surface, extinguish it immediately to avoid damaging the surface.

 To extinguish fire, spread the coals thinly and spray with a hose set to a shower type spray. 

Do not throw water on the fire or use a high pressure hose as  a direct stream of water can spread sparks.

Make sure the fire is fully extinguished before leaving the area.

Do not put the lid back on until the following day to ensure no residual heat causes it to catch fire

 

Placement Keep the fire pit far from structures.

Never use the fire pit under a structure.

Ensure ground is level.

Place fire pit on a fire-resistant, protective surface such as pavers, bricks, gravel  and sand.

The surface should extend at least 60cm from each side of the pit.

For multi-residential dwellings, comply with body corporate regulations.

 


