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SOUTH AFRICA

RECYCLABLE

MATERIALS
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WARRANTY



Sprung fire pits have been designed with aesthetics and usability in mind: a sculptural fire pit, slightly
elevated off the ground, gives you the ultimate cosy fireside experience. 

When not in use as a fire pit, the optional hardwood top transforms it into a table to provide all year round
usability.

A base grid is also available to help protect the surface from wear and tear but is not needed for the
function of the fire pit. 

Highly insulated versions of the fire pits have been developed for usage on decking and tiles. 

This has been tested by us and provides excellent thermal protection but we cannot guarantee that no
heat damage will be caused and we encourage caution to be exercised and all safety tips to be adhered to.

Fire Pits

Materials

Fire Pit: 3mm mild or stainless steel with optional

black fire resistant coating. 

Other materials and finishes available by request.
 

Wooden Lid: 18mm Garapa hardwood and stainless

steel screws.
 

Lid Handles: Powder coated handles.
 

Base Grid: Stainless Steel with black fire resistant

coating.

Fire Pit Care

Localised rusting may occur where the coating is

scratched or worn off, this will not affect the

structure or usage of the fire pit.
 

Should you wish to, rust spots can be removed with

lemon juice and then sealed with a natural

vegetable oil.
 

On site touch ups are also possible.

Lid Care

Wood lids can be re-oiled with deck oil or left to

fade to a natural grey.
 

We recommend Lobasol deck oil which needs to be

reapplied a few times a year.
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Only use eco fire lighters, do not use firelighters

with accelerants. We recommend Firefly Biofuel

Firelighters.

Do not overload the fire pit, keep wood to the

centre.

Only use seasoned wood. Avoid softwoods such

as pine as they will crackle and spark.

Only add 2 logs at a time, to keep the fire

manageable.

Do not light a fire in windy conditions, check the

weather forecast first.

Never use petrol, lighting fluid or other

accelerants.

Do not leave the fire unattended.

Do not allow children to get close to the fire or

pit, the metal heats quickly and will become very

hot.

Keep a bucket of sand, water or garden hose

near to manage sparks and embers which may

become airborne.

If a spark or ember lands on a ground surface,

extinguish it immediately to prevent a risk of fire.

To extinguish fire, spread the coals thinly and

gently spray with a hose set to a shower type

spray.

Do not throw water on the fire or use a high

pressure hose as a direct stream of water can

spread embers.

Make sure the fire is fully extinguished before

leaving the area.

Do not put the lid back on until the following day

to ensure no residual heat causes it to catch fire.

Position your so that water runs off through

one of the drainage holes to prevent pooling

and potential rust spotting.

Keep the fire pit far from structures. Never

use the fire pit under a structure.

Ensure fire pit is placed so that water runs

out one of the drainage holes, pooling could

cause rust spots.

Place fire pit on a fire-resistant, protective

surface such as pavers, bricks, gravel or

sand. 

The surface should extend at least 60cm

from each side of the pit.

For multi-residential dwellings, comply with

body corporate regulations. 

Fire Pits

Usage & Safety Placement

 Cleaning Instructions

Once the coals have cooled down, clean with

a plastic dustpan and brush to prevent

scratching. 

It is best to hose the fire pit down with plain

water to clean. 

Harsh household cleaners or other chemicals

are not suitable for the coatings.
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Misuse or mishandling of the product or not following our guidelines.

Natural fading and ageing of the timber or naturally occurring timber features.

Corrosion originating from scratches or abrasions from wear and tear or pooling of water.

Minor corrosion spots at the joins. These do not affect the structural integrity of the product and are a
natural outcome of the material used. 

Corrosion of steel, including stainless steel, as all steels eventually corrode and corrode faster in coastal
conditions. Tips to reduce this are included in this document.

Products that the customer decides they do not like following delivery.

Sprung shall not be liable for, and specifically excludes, any claims caused directly or indirectly by any
event or matter beyond its control, including incidental, consequential or contingent damages suffered as a
result of the use of the fire pits or a breach of this warranty either written or implied. 

Products purchased at a sale price are subject to the specific warranty conditions outlined on sale invoice.

Transportation costs for replacement parts and products or labour costs for repair. 

The above Sprung warranty terms are accepted by the customer and end-user upon order and supply.

Our fire pits come with a 5 year manufacturer’s warranty on the structure.

Any outdoor product that is exposed to the elements, wear and tear is to be expected.

The warranty excludes the following:
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www.sprung.co.za    |    hello@sprung.co.za

Warranty


